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Step 2: Install drain joint(Heat pump unit only)
Before bolting the outdoor unit in place, you must  
install the drain joint at the bottom of the unit.
Note  that there are two different types of drain 
joints depending on the type of outdoor unit. 

If the drain joint comes with a rubber seal
(see Fig.  A ), do the following:
1. Fit the rubber seal on the end of the drain joint 

that will connect to the outdoor unit.
2. Insert the drain joint into the hole in the base 

pan of the unit.
3. Rotate the drain joint 90° until it clicks in place 

facing the front of the unit.
4. Connect a drain hose extension (not included) 

to the drain joint to redirect water from the 
unit during heating mode.

If the drain joint doesn’t come with a rubber 
seal (see Fig. B ), do the following:  
1. Insert the drain joint into the hole in the base 

pan of the unit. The drain joint will click in 
place.

2. Connect a drain hose extension (not included) 
to the drain joint to redirect water from the 
unit during heating mode.

Seal

Drain joint

(A) (B)

Base pan hole of
outdoor unit

Seal 

 IN COLD CLIMATES 

In cold climates, make sure that the drain hose 
is as vertical as possible to ensure swift water 
drainage. If water drains too slowly, it can 
freeze in the hose and flood  the unit.

The outdoor unit can be anchored to the 
ground or to a wall-mounted bracket with 
bolt(M10). Prepare the installation base of the 
unit according to the dimensions below. 

Step 3: Anchor outdoor unit

UNIT MOUNTING DIMENSIONS

The following is a list of different outdoor 
unit sizes and the distance between their 
mounting feet. Prepare the installation base 
of the unit according to the dimensions below.

A

W

BD

Air inlet

Air outlet

Air inlet

W

H
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If you will install the unit on a wall-mounted 
bracket , do the following:

 

1.Mark the position of bracket holes based on
   dimensions chart.
2. Pre-drill the holes for the expansion bolts.
3. Place a washer and nut on the end of each
    expansion bolt.
4. Thread expansion bolts through holes in
    mounting brackets, put mounting brackets
    in position, and hammer expansion bolts into
    the wall.
5. Check that the mounting brackets are level.
6. Carefully lift unit and place its mounting feet
    on brackets.
7. Bolt the unit firmly to the brackets. 
8. If allowed, install the unit with rubber 
   gaskets to reduce vibrations and noise.

If you will install the unit on the ground or 
on a concrete mounting platform, do the 
following:
1. Mark the positions for four expansion bolts 

based on dimensions chart.
2. Pre-drill holes for expansion bolts.

 3. Place a nut on the end of each expansion bolt.
4. Hammer expansion bolts into the pre-drilled 

holes.
5. Remove the nuts from expansion bolts, and 

place outdoor unit on bolts.

6. Put washer on each expansion bolt, then 
replace the nuts.

7. Using a wrench, tighten each nut until snug.

 WARNING
    

     
WHEN DRILLING INTO CONCRETE, EYE
PROTECTION IS RECOMMENDED AT ALL
TIMES.

 CAUTION
Make sure that the wall is made of solid brick,
concrete, or of similarly strong material. The 
wall must be able to support at least four
times the weight of the unit.   

Outdoor Unit Dimensions (mm)

W x H x D

Mounting Dimensions

Distance A (mm) Distance B (mm)

681x434x285 (26.8”x 17.1”x 11.2”) 460 (18.1”) 292 (11.5”)

700x550x270 (27.5”x 21.6”x 10.6”) 450 (17.7”) 260 (10.2”)

728x555x300 (28.7”x 21.8”x 11.8”) 452 (17.8”) 302(11.9”)

765x555x303 (30.1”x 21.8”x 11.9”) 452 (17.8”) 286(11.3”)

890x673x342 (35.0”x 26.5”x 13.5”)

946x810x420 (37.2”x 31.9”x 16.5”)

663 (26.1”)

673 (26.5”)

354 (13.9”) 

403 (15.9”) 

946x810x410 (37.2”x 31.9”x 16.1”) 673 (26.5”) 403 (15.9”) 

720x495x270 (28.3”x 19.5”x 10.6”) 452 (17.8”) 255 (10.0”) 

845x702x363 (33.3”x 27.6”x 14.3”) 540 (21.3”) 350 (13.8”)

700x550x275 (27.5”x 21.6”x 10.8”) 450 (17.7”) 260 (10.2”)

770x555x300 (30.3”x 21.8”x 11.8”) 487 (19.2”) 298 (11.7”)

800x554x333 (31.5”x 21.8”x 13.1”) 514 (20.2”) 340 (13.4”)

805x554x330 (31.7”x 21.8”x 12.9”) 511 (20.1”) 317 (12.5”)
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Step 4: Connect signal and power cables
The outside unit’s terminal block is protected by 
an electrical wiring cover on the side of the unit. 
A comprehensive wiring diagram is printed on 
the inside of the wiring cover.

 WARNING

  
    

   

 1. Prepare the cable for connection:

USE THE RIGHT CABLE 

Please choose the right cable refer to
 “ Cable types” in page 23.

a. Using wire strippers, strip the rubber 
jacket from both ends of cable to reveal 
about 40mm (1.57in) of the wires inside.

b. Strip the insulation from the ends of the wires. 
c. Using a wire crimper, crimp u-lugs on the 

ends of the wires.
PAY ATTENTION TO LIVE WIRE
While crimping wires, make sure you clearly 
distinguish the Live (“L”) Wire from other wires.

 

    
7. Insulate unused wires with PVC electrical tape.
    Arrange them so that they do not touch any
    electrical or metal parts.
8. Replace the wire cover on the side of the unit,
    and screw it in place.    

2. Unscrew the electrical wiring cover and remove it.
3. Unscrew the cable clamp below the terminal
    block and place it to the side.
4. Connect the wire according to the wiring 
    diagram, and firmly screw the u-lug of each 
    wire to its corresponding terminal.
5. After checking to make sure every connection is 
    secure, loop the wires around to prevent rain
    water from flowing into the terminal.   
6. Using the cable clamp, fasten the cable to the
    unit. Screw the cable clamp down tightly. 
    

1. Remove the wire cover from the unit by 
    loosening the 3 screws.
2. Dismount caps on the conduit panel.
3. Temperarily mount the conduit tubes(not 
    included) on the conduit panel.
4. Properly connect both the power supply and 
    low voltage lines to the corresponding 
    terminals on the terminal block.
5. Ground the unit in accordance with local codes.
6. Be sure to size each wire allowing several inches
    longer than the required length for wiring.
7. Use lock nuts to secure the conduit tubes.
      

BEFORE PERFORMING ANY ELECTRICAL
OR WIRING WORK, TURN OFF THE MAIN
POWER TO THE SYSTEM.

 WARNING

ALL WIRING WORK MUST BE PERFORMED 
STRICTLY IN ACCORDANCE WITH THE 
WIRING DIAGRAM LOCATED INSIDE OF 
WIRE COVER OF THE OUTDOOR UNIT .

    
   

    
  

CHOOSE THE RIGHT CABLE SIZE

In North America

The size of the power supply cable, signal cable, 
fuse, and switch needed is determined by the 
maximum current of the unit. The maximum 
current is indicated on the nameplate located 
on the side panel of the unit.  
NOTE: In North America, please choose the right 
cable size according to the Minimum Circuit 
Ampacity indicated on the nameplate of the unit. 

Cover

Screw

G

Wire Cover 

Over 1.57in.(40mm)

Terminal block

Conduit panel

Connecting cable 

Power supply cord 

Please select the appropriate through-hole according
to the diameter of the wire.

Three size hole: Small, Large, Medium

When the calbe is not fasten enough, use the
buckle to prop it up , so it can be clamped tightly. 

Buckle        

NOTE: If the cable clamp looks like the following,
please select the appropriate through-hole according 
to the diameter of the wire. 
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Note on Pipe Length

The length of refrigerant piping will affect the performance and energy efficiency of the unit. Nominal 
efficiency is tested on units with a pipe length of 5 meters (16.5ft)( In North America, the standard pipe 
length is 7.5m (25’). A  minimum pipe run of 3 metres is required to minimise vibration & excessive noise.
In special tropical area, for the R290 refrigerant models, no refrigerant can be added and the maximum
length of refrigerant pipe should not exceed 10 meters(32.8ft).

Connection Instructions – Refrigerant Piping

Step 1: Cut pipes

When preparing refrigerant pipes, take extra 
care to cut and flare them properly. This will 
ensure efficient operation and minimize the 
need for future maintenance.  

 

1. Measure the distance between the indoor 
    and outdoor units. 

Refer to the table below for specifications on the maximum length and drop height of piping.

 When connecting refrigerant piping, do not  let substances or gases other than the specified 
refrigerant enter the unit. The presence of other gases or substances will lower the unit’s capacity, 
and can cause abnormally high pressure in the refrigeration cycle. This can cause explosion and
injury. 

2.
 
Using a pipe cutter, cut the pipe a little longer 
than the measured distance.

3.
 
Make sure that the pipe is cut at a perfect 90° 
angle. 

Oblique Rough Warped90°

 DO NOT DEFORM PIPE 
 WHILE CUTTING

Be extra careful not to damage, dent, or 
deform the pipe while cutting. This will 
drastically reduce the heating efficiency 
 of the unit.

Maximum Length and Drop Height of Refrigerant Piping per Unit Model

Model Capacity (BTU/h) Max. Length (m) Max. Drop Height (m)

R410A,R32 Inverter Split Air 
Conditioner

R22 Fixed-speed

Split Air Conditioner

R410A, R32 Fixed-speed
Split Air Conditioner

< 15,000

< 18,000

25 (82ft) 10 (33ft)

10 (33ft) 5 (16ft)

≥ 15,000 and < 24,000 30 (98.5ft) 20 (66ft)

20 (66ft)

≥ 24,000 and < 36,000 50 (164ft) 25 (82ft)

≥ 21,000 and < 35,000 10(33ft)

≥ 18,000 and < 21,000

≥ 18,000 and < 36,000

15 (49ft) 8(26ft)

8(26ft)< 18,000 20 (66ft)

25 (82ft) 10(33ft)
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Refrigerant Piping Connection 



 

6. Place flaring tool onto the form.
7. Turn the handle of the flaring tool clockwise 

until the pipe is fully flared.
8. Remove the flaring tool and flare form, then 

inspect the end of the pipe for cracks and 
even flaring.

Step 4: Connect pipes
When connecting refrigerant pipes, be careful 
not to use excessive torque or to deform the 
piping in any way. You should first connect the 
low-pressure pipe, then the high-pressure pipe.

MINIMUM BEND RADIUS

When bending connective refrigerant piping, 
the minimum bending radius is 10cm. 

≥10cm (4in)Radius

Instructions for Connecting Piping to 
Indoor Unit

1. Align the center of the two pipes that you will 
connect. 

Indoor unit tubing Flare nut Pipe

Max.

Step 2: Remove burrs
Burrs can affect the air-tight seal of refrigerant 
piping connection. They must be completely 
removed.

1. Hold the pipe at a downward angle to prevent 
burrs from falling into the pipe.

2. Using a reamer or deburring tool, remove all 
burrs from the cut section of the pipe.

Pipe
Reamer

Point down

Step 3: Flare pipe ends
Proper flaring is essential to achieve an airtight 
seal.
1. After removing burrs from cut pipe, seal 

the ends with PVC tape to prevent foreign 
materials from entering the pipe. 

2. Sheath the pipe with insulating material.
3. Place flare nuts on both ends of pipe. Make 

sure they are facing in the right direction, 
because you can’t put them on or change 
their direction after flaring. 

Flare nut

Copper pipe

4. Remove PVC tape from ends of pipe when 
ready to perform flaring work.

5. Clamp flare form on the end of the pipe. 
The end of the pipe must extend beyond the 
edge of the flare form in accordance with the 
dimensions shown in the table below.

PIPING EXTENSION BEYOND FLARE FORM

Outer Diameter of 
Pipe (mm)

A (mm)

Min. Max.

Ø 6.35 (Ø 0.25”) 0.7 (0.0275”) 1.3 (0.05”)

Ø 9.52 (Ø 0.375”) 1.0 (0.04”) 1.6 (0.063”)

Ø12.7 ( Ø 0.5”) 1.0 (0.04”) 1.8 (0.07”)

Ø 16 ( Ø 0.63”)

Ø 19 ( Ø 0.75”)

2.0 (0.078”) 2.2 (0.086”)

2.0 (0.078”) 2.4 (0.094”)

Flare form

Pipe

A
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2. Tighten the flare nut as tightly as possible by 
hand.

3. Using a spanner, grip the nut on the unit 
tubing.

4. While firmly gripping the nut on the unit 
tubing, use a torque wrench to tighten the 
flare nut according to the torque values in the 
Torque Requirements table below. Loosen 
the flaring nut slightly, then tighten again.

Instructions for Connecting Piping to Outdoor Unit

USE SPANNER TO GRIP MAIN 
BODY OF VALVE

Torque from tightening the flare nut can snap 
off other parts of valve. 

TORQUE REQUIREMENTS

Outer Diameter of Pipe
 (mm)

Tightening Torque
 (N•m)

Flare dimension(B)
 (mm)

Flare shape
 

Ø 6.35 (Ø 0.25”) 8.4~8.7 (0.33~0.34”)

13.2~13.5 (0.52~0.53”)

16.2~16.5 (0.64~0.65”)

19.2~19.7 (0.76~0.78”)

23.2~23.7 (0.91~0.93”)

18~20(180~200kgf.cm)

32~39(320~390kgf.cm)

49~59(490~590kgf.cm)

57~71(570~710kgf.cm)

67~101(670~1010kgf.cm)

Ø 9.52 (Ø 0.375”)

Ø 12.7 (Ø 0.5”)

Ø 16 (Ø 0.63”)

Ø 19 (Ø 0.75”)

1. Unscrew the cover from the packed valve on 
the side of the outdoor unit.

2. Remove protective caps from ends of valves.

3. Align flared pipe end with each valve, and 
tighten the flare nut as tightly as possible by 
hand.

4. Using a spanner, grip the body of the valve. 
Do not grip the nut that seals the service 
valve. 

5. While firmly gripping the body of the valve, 
use a torque wrench to tighten the flare nut 
according to the correct torque values.

6. Loosen the flaring nut slightly, then tighten 
again.

7. Repeat Steps 3 to 6 for the remaining pipe.

 DO NOT USE EXCESSIVE TORQUE

Excessive force can break the nut or damage the refrigerant piping. You must not exceed  
torque requirements shown in the table above.

Valve cover

R0.4~0. 8

45 °±2

90 °     ±4

B
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Preparations and Precautions

Air and foreign matter in the refrigerant circuit can 
cause abnormal rises in pressure, which can damage 
the air conditioner, reduce its efficiency, and cause
injury. Use a vacuum pump and manifold gauge to 
evacuate the refrigerant circuit, removing any 
non-condensable gas and moisture from the system.      

Evacuation should be performed upon initial 
installation and when unit is relocated. 

BEFORE PERFORMING EVACUATION

  Check to make sure the connective pipes
between the indoor and outdoor units 
are connected properly . 

  Check to make sure all wiring is connected 
properly.

Evacuation Instructions

Manifold Gauge

Compound 
gauge

-76cmHg

Low pressure 
valve

High pressure
valve

Pressure hose / 
Charge hose

Charge hose
Vacuum
pump

Pressure gauge

Low pressure valve

1. Connect the charge hose of the manifold 
gauge to service port on the outdoor unit’s 
low pressure valve. 
Connect another charge hose from the 
manifold gauge to the vacuum pump. 
Open the Low Pressure side of the manifold 
gauge. Keep the High Pressure side closed. 
Turn on the vacuum pump to evacuate the 
system.
Run the vacuum for at least 15 minutes, or
until the Compound Meter reads -76cmHG
(-10  Pa).      

2. 

3. 

4. 

5.

5

6.
 
Close the Low Pressure side of the manifold 
gauge, and turn off the vacuum pump.

7.
 
Wait for 5 minutes, then check that there 
has been no change in system pressure.

8.
 

If there is a change in system pressure, refer 
to Gas Leak Check section for information 
on how to check for leaks. If there is no 
change in system pressure, unscrew the cap 
from the packed valve (high pressure valve).9.

 Insert hexagonal wrench into the packed valve 
(high pressure valve) and open the valve by 
turning the wrench in a 1/4 counterclockwise 
turn. Listen for gas to exit the system, then 
close the valve after 5 seconds.

10. Watch the Pressure Gauge for one minute 
to make sure that there is no change in 
pressure. The Pressure Gauge should read 
slightly higher than atmospheric pressure.

Flare nut

Cap

valve body
valve stem

11.

 

Remove the charge hose from the service port.

12.  Using hexagonal wrench, fully open both the 
high pressure and low pressure valves.

13.  Tighten valve caps on all three valves (service 
port, high pressure, low pressure) by hand. 
You may tighten it further using a torque 
wrench if needed.

 OPEN VALVE STEMS GENTLY  
When opening valve stems, turn the hexagonal 
wrench until it hits against the stopper. Do not 
try to force the valve to open further.

Air Evacuation
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Note on Adding Refrigerant

Some systems require additional charging depending on pipe lengths. The standard pipe length varies
according to local regulations. For example, in North America, the standard pipe length is 7.5m (25’).
In other areas, the standard pipe length is 5m (16‘). The refrigerant should be charged from the service 
port on the outdoor unit’s low pressure valve. The additional refrigerant to be charged can be 
calculated using the following formula: 

 CAUTION DO NOT mix refrigerant types.

For R290 refrigerant unit, the total amount of refrigerant to be charged is no more than:
387g(<=9000Btu/h), 447g(>9000Btu/h and <=12000Btu/h), 547g(>12000Btu/h and <=18000Btu/h),
632g(>18000Btu/h and <=24000Btu/h).

ADDITIONAL REFRIGERANT PER PIPE LENGTH

Connective Pipe 
Length (m)

Air Purging 
Method

Additional Refrigerant

< Standard pipe length Vacuum Pump N/A

> Standard pipe
   length

Vacuum Pump

Liquid Side: Ø 6.35 (ø 0.25”)
R32: 

(Pipe length – standard length) x 12g/m 
(Pipe length – standard length) x 0.13oZ/ft

R290: R290: 
(Pipe length – standard length) x 10g/m
(Pipe length – standard length) x 0.10oZ/ft

Liquid Side: Ø 9.52 (ø 0.375”)
R32: 

(Pipe length – standard length) x 24g/m 
(Pipe length – standard length) x 0.26oZ/ft

(Pipe length – standard length) x 18g/m

(Pipe length – standard length) x 0.19oZ/ft
 R410A: R410A: 

(Pipe length – standard length) x 15g/m
(Pipe length – standard length) x 0.16oZ/ft

(Pipe length – standard length) x 30g/m
(Pipe length – standard length) x 0.32oZ/ft

R22: 
(Pipe length – standard length) x 20g/m 
(Pipe length – standard length) x 0.21oZ/ft

R22: 
(Pipe length – standard length) x 40g/m 
(Pipe length – standard length) x 0.42oZ/ft
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Electrical Safety Checks

After installation, confirm that all electrical wiring 
is installed in accordance with local and national 
regulations, and according to the Installation 
Manual.

BEFORE TEST RUN

Check Grounding Work
Measure grounding resistance by visual detection 
and with grounding resistance tester. Grounding 
resistance must be less than 0.1Ω.

Note: This may not be required for some 
locations in North America.

DURING TEST RUN

Check for Electrical Leakage
During the Test Run, use an electroprobe and  
multimeter to perform a comprehensive electrical 
leakage test. 

If electrical leakage is detected, turn off the unit 
immediately and call a licensed electrician to find 
and resolve the cause of the leakage.

Note: This may not be required for some 
locations in North America.

Gas Leak Checks

There are two different methods to check for gas 
leaks.

Soap and Water Method
Using a soft brush, apply soapy water or liquid 
detergent to all pipe connection points on the 
indoor unit and outdoor unit. The presence of 
bubbles indicates a leak.

Leak Detector Method
If using leak detector, refer to the device’s 
operation manual for proper usage instructions.

AFTER PERFORMING GAS LEAK CHECKS
After confirming that the all pipe connection 
points DO NOT leak, replace the valve cover on 
the outside unit.

 WARNING – RISK OF 
 ELECTRIC SHOCK

ALL WIRING MUST COMPLY WITH LOCAL
AND NATIONAL ELECTRICAL CODES,
AND MUST BE INSTALLED BY A LICENSED
ELECTRICIAN.

    
   
     

Before Test Run

Only perform test run after you have completed 
the following steps:

• Electrical Safety Checks – Confirm that 
the unit’s electrical system is safe and 
operating properly

• Gas Leak Checks – Check all flare nut 
connections and confirm that the system is 
not leaking

• Confirm that gas and liquid (high and low 
pressure) valves are fully open

            A: Low pressure stop valve            
            B: High pressure stop valve
            C& D: Indoor unit flare nuts

Check-point of indoor unit

Check-point of outdoor unit

A

B C

D

Electrical and Gas Leak Checks
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Test Run Instructions

You should perform the Test Run for at least 30  
minutes.
1. Connect power to the unit.

2. Press the ON/OFF  button on the remote  
controller to turn it on.

3. Press the MODE  button to scroll through the  
following functions, one at a time:

• COOL – Select lowest possible temperature

• HEAT – Select highest possible temperature

4. Let each function run for 5 minutes, and 
perform the following checks:

List of Checks to Perform PASS/FAIL

No electrical leakage

Unit is properly grounded

All electrical terminals 
properly covered

Indoor and outdoor units  
are solidly installed

All pipe connection  
points do not leak

Outdoor 
(2):

Indoor 
(2):

Water drains properly  
from drain hose

All piping is properly  
insulated

Unit performs COOL  
function properly

Unit performs HEAT  
function properly

Indoor unit louvers  
rotate properly

Indoor unit responds to 
remote controller

DOUBLE-CHECK PIPE CONNECTIONS
During operation, the pressure of the 
refrigerant circuit will increase. This may 
reveal leaks that were not present during your 
initial leak check. Take time during the Test 
Run to double-check that all refrigerant pipe 
connection points do not have leaks. Refer to 
Gas Leak Check section for instructions.

5. After the Test Run is successfully completed, 
and you confirm that all checks points in List 
of Checks to Perform have PASSED, do the 
following:

a. Using remote control, return unit to 
normal operating temperature.

b. Using insulation tape, wrap the indoor 
refrigerant pipe connections that you 
left uncovered during the indoor unit 
installation process.

IF AMBIENT TEMPERATURE IS BELOW 17°C 
(62°F)
You can’t use the remote controller to turn 
on the COOL function when the ambient 
temperature is below 17°C. In this instance, 
you can use the MANUAL CONTROL button  
to test the COOL function.

1.  Lift the front panel of the indoor unit, and 
raise it until it clicks in place.

2.  The MANUAL CONTROL button is located  
on the right-hand side of the unit. Press it 2 
times to select the COOL function. 

3.

 

Perform Test Run as normal.

Manual control button

Test Run

Test R
u

n
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Instructions for packing and unpacking the unit:

Unpacking:
Indoor unit: 
1.Cut the sealing tape on the carton with a knife, one cut on the left, one cut in the middle and one 
   cut on the right. 
2.Use the vice to take out the sealing nails on the top of the carton.
3.Open the carton. 
4.Take out the middle support plate if it is included. 
5.Take out the accessory package, and take out the connecting wire if it is included. 
6.Lift the machine out of the carton and lay it flat. 
7.Remove the left and right package foam or the upper and lower packaging foam, untie the 
   packaging bag.

Outdoor Unit
1.Cut the packing belt. 
2.Take the unit out of the carton. 
3.Remove the foam from the unit.
4.Remove the packaging bag from the unit.

Packing:
Indoor unit:
1.Put the indoor unit into the packing bag.
2.Attach the left and right package foam or the upper and lower packaging foam to the unit.
3.Put the unit into the carton, then put accessory package in.
4.Close the carton and seal it with the tape.
5.Using the packing belt if necessary.

Outdoor unit:
1.Put the outdoor unit into the packing bag.
2.Put the bottom foam into the box.
3.Put the unit into the carton, then put the upper packaging foam on the unit.
4.Close the carton and seal it with the tape.
5.Using the packing belt if necessary.

NOTE: Please keep all packaging items if you may need in the future.

Packing and unpacking the unit



Impedance Information
(Applicable to following models only)

This appliance MST2ABD-18CR-QB9 can be connected only to a supply with system impedance 
no more than 0.163Ω. In case necessary, please consult your supply authority for system 
impedance information. 

This appliance MST2ABE-22CR-QB9 can be connected only to a supply with system impedance 
no more than 0.186Ω. In case necessary, please consult your supply authority for system 
impedance information. 

This appliance MST2ABF-30CR-QB6W can be connected only to a supply with system impedance 
no more than 0.045Ω. In case necessary, please consult your supply authority for system 
impedance information. 

This appliance MST2ABF-30CR-QB9W can be connected only to a supply with system impedance 
no more than 0.085Ω. In case necessary, please consult your supply authority for system 
impedance information. 

This appliance MSTABD-18CR-QB8  can be connected only to a supply with system impedance 
no more than 0.188Ω. In case necessary, please consult your supply authority for system 
impedance information. 

This appliance  MST2ABF-32CR-QC0W  can be connected only to a supply with system impedance 
no more than 0.057Ω. In case necessary, please consult your supply authority for system 
impedance information. 

This appliance  MSTABB-12CRN1-B1  can be connected only to a supply with system impedance 
no more than 0.261Ω. In case necessary, please consult your supply authority for system 
impedance information. 
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The design and specifications are subject to change without prior notice for 
product improvement. Consult with the sales agency or manufacturer for details.
Any updates to the manual will be uploaded to the service website, please check
for the latest version.



此面及后面的页面无需印刷
技术 要求：
1.80克/平方双胶纸
2.尺寸：210*290
3.颜色：黑白
4.注意：排版时注意页码数字都是靠外面的，以便翻阅 
5.装订。
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备注：
1. 基准说明书只适合AB平台所有常规安装方式机型，不包含快速连接方式。基准
    说明书已经兼容AB1,AB2到AB9,AB11,AB22,AB23,AB24,AB26到AB28面板显示方案
 （双88，双88+WIFI,  双88+ECO+C+WIFI），不包含其它面板订制显示功能。
2. 基准说明书为单英文版本，不含型号及商标，也无制造商信息，请业务根据所
     销售国家或者区域的法规要求（也可以咨询认证工程师），自行判断是否可以
    直接使用基准说明书，还是重新申请订单编码说明书，使用对应国家的官方语言，
   增加型号及其它法规要求信息。
3. 非可燃冷媒机型（R32/R290）机型，可以将P6页上的关于R32的安规这段内容删除，
    但不可以删除下面的：European Disposal Guidelines那块内容。
4. P37页内容只适合部分由于电压波动和闪烁不合格的机型，要求增加阻抗声明，
    其它无不合格要求的机型可以直接删除此页内容。
5 客户订制面板和显示，如果显示功能跟基准相同，可以直接使用基准说明书
（基准不区分面板差异，如果客户要求体现实际面板效果，那就按客户要求重新做
      书），如果显示有差异的话，只需替换P7-P8页的显示功能说明内容。基准构件
  已经关联与基准显示不同的订制面板单页，直接进行替换。

变更记录：
1：N90965966，N91073819，在16122000008575上升级，修改了P9页上变频制热室外
温度为30度，P21页的挂墙板走管尺寸,P22页补充排水管安装说明，
P28页增加了X2,X3,X4新外机尺寸。
2. 2020.5月在16122000008575上更改了P3,P4,P6安规内容，P25统一图上尺寸，P23页接线
增加北美 认证要求，P29外机接线说明和压线夹，P30页补充接头放室内说明， 生成新说明
书编码 16122000009411
3. 2021年更改增加了UVC灯警示安规警示语和制热能力测试说明，增加了打包和拆包说明内容。

   


